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STANDARD EQUIPMENT: Fast charger, battery cartridges, side handle,
chuck key (DDA350 Only).

Max in steel	 10mm
Max in wood	 25mm
Head height	 DDA350: 66mm 
	 DDA351: 93mm
Max. torque	 13.7Nm
No load speed	 0-1800rpm
Net weight	 1.8kg

18V LXT ANGLE DRILL

CODE		  DESCRIPTION

DDA350RMJ 	 2 x 4.0Ah Li-ion
DDA350Z 	 Body only
DDA351RMJ 	 2 x 4.0Ah Li-ion
DDA351Z 	 Body only

DDA350
DDA351

STANDARD EQUIPMENT: Fast charger, battery cartridges, carry case.

Max in steel	 13mm
Max in wood	 38mm
Chuck capacity	 1.5 – 13mm
No load speed	 Hi: 0 – 1,900 rpm 
	 Low: 0 – 600 rpm
Torque settings	 21 + Drill
Max. torque (S/H) 	 36/62 Nm
Net weight	 1.7kg

18V LXT DRILL DRIVER

CODE		  DESCRIPTION

DDF482RMJ 	 2 x 4.0Ah Li-ion
DDF482Z 	 Body only

DDF482

6262

Body only machines do not come with a 
carry case.

RMJ comes with MAKPAC 
connector case:
Type 2 (821550-0)

Body only machines do not come with a 
carry case.

RMJ comes with MAKPAC 
connector case:
Type 2 (821550-0)


