
RUBIX ENGINEERING – 31 rue de la Baume – 75008 PARIS – France 
+33 (0)1 44 86 08 10 - aftersale-rubix-engineering@rubix-group.com

www.giss.com 

TECHNICAL DATASHEET 

Update: 21/04/2021 

G-SPARK ONE WELDING HELMET
Item # EAN Product 
855276
855278
855280
855282
864122
867215

3660338107191 
3660338107207 
3660338107214 
3660338107221 
3660338185816
3660338212284

WELDING HELMET
INTERIOR WINDOWS  [PACK OF 5] 
EXTERIOR WINDOWS [PACK OF 5] 
HEADBAND STANDARD [PACK OF 2]      
HEADBAND PREMIUM [PACK OF 2]                        
HEADSET

Description 

Standard: EN175 – EN379

Welding Mask-2 MMA Sensors 10>400A / TIG 10>300A / 
MIG-MAG 10>400A . Active Filter: Tints 4/9-13 . UV/IR 
Protection DIN 15 . External settings: painting or 
grinding (Grind) . Internal settings: sensitivity, delay . 
Classification: 1/2/1/2 . Light tint: 4 . Dark Tint: 9/13 . 
Reaction time: 0,3 ms . Time to clear up: auto . Field of 
vision: 92x42 mm . Energy: Solar. 

Characteristics 

Weight: 450g

Settings: sensitivity, delay, tint, grinding . External 
Protection: 116.1 x 89.5 mm . 

Internal Protection: 103.6 x 53 mm 

Interior Windows: (L x W) 10.36 x 5.3 cm

Exterior Windows:  (L x W) cm 11.61 x 8.95 cm

Standards and certifications 
Standard: EN175 – EN379
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